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IMK3392V-I8 
2016-2020 International Durastar 4300 

2019-2024 International MV607  
6.7L I6 Cummins ISB & B6.7 I6 Diesel w/ A/C, w/o OEM Dual Alternators 

 
For use w/ GM 92V Style Alternator / 8-Groove, 2” Diameter Pulley 

Approximately 400% Overdriven w/ 2” Diameter Pulley 
Recommend use of an Overrunning Alternator Decoupler (OAD) Pulley   

 CW MILL EQUIPMENT CO., INC. MOUNTING KIT & 
 MOUNTING KIT COMPONENT DISCLAIMER 

1. Due to the custom nature and variation of all add-on systems of this type, no complete system kits are 
offered by the manufacturer, and any group of parts marketed as a kit is limited to only the individually 
defined parts in that specific kit. The system designer’s rotating accessory components are not included, 
offered, or fully known by the manufacturer. In addition to the absence of the rotating accessory system, 
other potential components such as additional clamps, brackets, wear liners, hardware, or other items that 
may be required by the system designer must be identified and supplied by the actual system designer. 
 

2. Due to vehicle manufacturer’s assembly tolerances, production changes, and installation variances, it is the 
buyer’s responsibility to ensure adequate clearance for all components including space for and safe location 
of the fan, radiator, all lines, and wires. Check for possible movement, vibration, friction points, heat 
exposure and/or shifting of all components such as hoses, wires, and all other components including those 
that may otherwise be considered non-moving and/or unaffected by the installation. 
 

3. The buyer is responsible for the entire installation of a mounting kit as the mounting kit is part of a custom 
process controlled by the buyer through their whole system design and directed installer as the installer 
evaluates, locates, routes, aligns, and tightens all components while determining if additional clamps, 
brackets, wear-liners, or other components may be required, beyond those included in the kit. Any additional 
items required, beyond those included in the kit, are to be provided at the expense of the buyer. 
 

4. The buyer is responsible for the development and communication of their whole system installation 
procedures, safety precautions, application, and use of the engine accessory mounting kit in their system, 
including efforts to maintain vehicle control and prevent pinch, wear, impact, and/or burn exposure on all 
hoses, wires, and other parts. 
 

5. The buyer is responsible for providing trained and experienced installation decision making with technical 
know-how to apply professional judgment that specifically applies to each individual installation. The buyers 
chosen installers must be qualified and experienced technicians that are familiar with the vehicle and 
accessory being mounted as well as the buyer’s whole system design and installation procedures associated 
with the kit. 
 

6. The buyer is responsible for determining and achieving compliance to all regulatory issues that apply to the 
use of all products. 
 

7. The manufacturer reserves the right to make changes and/or improvements to any product at any time with 
or without notice. 
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INSTALLATION NOTES 

1. The buyer is responsible for providing trained and experienced installation decision making with technical 
know-how to apply professional judgment that specifically applies to each individual installation.  
 

2. Be sure to read and understand all available information including but not limited to instructions, warnings, 
sale terms, and warranties for the vehicle and all system components prior to attempting installation. 
 

3. It is recommended to put these installation instructions inside the glove box of the vehicle after the 
installation process is completed. If a sticker is provided, write the kit number on the sticker and place it in a 
visible location under the hood of the vehicle. 
 

4. It is recommended to use a mild grade (blue) Loctite on all fasteners provided in this mounting kit unless 
otherwise specified to resist engine vibrations and vehicle operations from working the fasteners loose. 
 

5. Disconnect the negative battery cables and wires. Remove the passenger side inner fender. Remove the fan 
belt. Remove OEM alternator, OEM alternator bracket, and lifting lug. Two of the OEM alternator mounting 
bolts will be reused. 
 

6. Cut the upper radiator hose as shown and install bent tube (24) with hose clamps (25). Secure the upper 
radiator hose so it does not/will not come into contact with any hot or moving parts. 
 

7. Install main bracket (1) with bolts (2) where the OEM alternator bracket was mounted at. Make certain both 
roll pins installed on main bracket (1) are tight against the front of the cylinder head when bolts (2) are 
tightened. 
 

8. Reinstall OEM alternator and install alternator support brace (7) that matches alternator bolt pattern with 
mounting hardware (8-10) and OEM alternator mounting bolts. Use washers (9) between alternator support 
brace (7) and OEM alternator. Install wire harness support (11) to keep harness off the OEM alternator. 
Leave bolts (8) and OEM alternator mounting bolts loose for now. 
 

9. Install auxiliary alternator mounting plate (3) with mounting hardware (5-6). First, tighten bolts (6). Then, 
tighten bolts (5). Finally, adjust wire harness support (11) to keep wire harness off the OEM alternator and 
tighten bolts (8) and OEM alternator mounting bolts. 
 

10. Install the auxiliary alternator assembly according to the manufacturer’s specifications to mounting plate (3) 
with mounting hardware (26). Make certain slide bushings (4) installed on auxiliary alternator mounting plate 
(3) properly adjust to contact the auxiliary alternator. 
 

11. Install grooved idler pulley assembly (15-17) into the top hole on the front of main bracket (1) with the snap 
ring facing the front. Install smooth idler pulley assembly (12-14) at bottom, innermost hole on the front of 
main bracket (1) with the snap ring facing the front. It may be necessary to move the smooth idler pulley 
assembly (12-14) to one of the outward holes if the belt is too tight when installing the belt. 
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12. Secure wire harness to water line near fan pulley using hardware (17-22). Pull slack from harness to keep it 

off the OEM alternator. Keep clamps away from fan pulley. Push harness through OE clamp toward driver 
side to keep away from fan pulley if necessary. 

 
13. Due to the auxiliary component specifications not being fully know by the manufacturer of this mounting kit 

and other factors. The following procedure must be followed completely when installing the belt. DO NOT 
put the vehicle into service if all the following procedure and criteria is not met. It is the installer’s 
responsibility to make certain all the following procedure is met and to adjust the appropriate components, if 
necessary, before the vehicle is put into service: 
 

a. Check that the pulleys and belt(s) have no visible damage to them or existing debris. 
 

b. Check to make certain the new and adjusted smooth and grooved pulleys are in parallel with each 
other and/or the next closest OEM smooth and grooved pulley(s). 
 

c. Using a straight edge and caliper, belt alignment laser, or another suitable tool(s). Measure the 
alignment of the new and adjusted grooved pulley(s) in reference to each other and/or the next 
closest OEM grooved pulley in the belt routing. In general, the tolerance of alignment is +/- 1mm. 

 
d. Make certain that the tensioner can freely move throughout its entire travel distance. 

 
e. Install the belt (27) and route it as shown in the belt routing illustration. Visually make certain that 

the belt is properly seated on all pulleys. 
 

f. Check the tensioner position. Ideally, upon initial belt install, the tensioner should be over halfway to 
its max travel position (“tight side”), but not completely to its max travel position. Over time, the belt 
will work itself into the grooves of the pulleys and slightly stretch. The tensioner position should 
move closer to the halfway (nominal) position in its travel distance. 

 
g. Due to OEM variations with medium-duty vehicles and other factors, the belt length provided in this 

mounting kit may not be correct. It is the installer’s responsibility to use experienced and 
professional judgment to determine and install the correct belt before the vehicle is put into service. 
Belt purchases or exchanges are not covered by warranty. 

 
h. Check all around the belt to make certain that the belt does not/will not come into contact with any 

wires, hoses, brackets, etc. at this moment. Properly adjust any components, if necessary, to gain as 
much clearance as possible. 
 

14. Replace the passenger, inner fender. It may be necessary to reroute some wires or hoses depending on the 
truck’s configuration. Reinstall any components that may have been removed. Make certain that all fasteners 
are properly tightened or connected. Check for any excessive movement of the newly installed or modified 
components. Reconnect any wires or wire harnesses that have been disconnected. Properly refill any fluids 
that may have been drained. Reconnect the battery cables. 

INSTALLATION NOTES 
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INSTALLATION NOTES 

15. Due to the operational functions of the vehicle not being fully know by the manufacturer of this mounting kit 
and other factors. The following procedure must be followed completely when the mounting kit installation 
is completed. DO NOT put the vehicle into service if all the following procedure and criteria is not met. It is 
the installer’s responsibility to make certain all the following procedure is met and to adjust the appropriate 
components, if necessary, before the vehicle is put into service: 
 

a. Before starting the engine, check to make certain no wires, hoses, etc. that may have been disturbed 
during installation do not/will not come into contact with any hot or moving parts. 
 

b. Start the engine. Visually, check for proper belt tracking and clearance of any hoses, wires, etc. 
Visually, check for excessive vibrations. 

 
c. Run the accessory component(s) under operational: loads, engine speeds, and working conditions. 

Visually, during these operational parameters: Recheck for proper belt tracking and clearance of any 
hoses, wires, etc. Recheck for excessive vibrations. Recheck the tensioner position, make certain that 
it does not reach its max travel or free arm position at any time and can properly move throughout 
its travel distance. 

 
d. Verify that the belt does not squeak, chirp, walk, whip, or slip on any accessory components during 

operational: loads, engine speeds, and working conditions. 
 

e. Check for fluid leaks. 
 

f. Use professional and experienced decision making to make certain that all wires, hoses, components, 
brackets, etc. are properly functioning and do not/will not come into contact with any hot, moving, 
or nonmoving parts that may affect the vehicle’s operational and safety compacities. Properly adjust 
any components, if necessary, to gain as much clearance as possible. 
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Item Part Number Description Qty. Item Part Number Description Qty.

13 IMB605 Machined Idler Bushing 1

1 IMB601 Main Bracket 1 14 1006934 M10-1.5 x 50mm 10.9Gr Hex Flg. Bol t 1

2 1006933 M10-1.5 x 40mm 10.9Gr Hex Flg. Bol t 4 15 GPCD-8 Machined Grooved Idler Pul ley 1

16 IMB605 Machined Idler Bushing 1

3 IMP3392V-I8 Auxi l iary Al ternator Mounting Bracket 1 17 1006934 M10-1.5 x 50mm 10.9Gr Hex Flg. Bol t 1

4 1011888A M14 Sl ide Bushing (Insta l led) 2

18 1005110 #16 Adel  Clamp 1

5 1008390 M10-1.5 x 20mm 10.9Gr Hex Flg. Bol t 2 19 1007886 #24 Adel  Clamp 1

6 1006934 M10-1.5 x 50mm 10.9Gr Hex Flg. Bol t 2 20 1016311 1/4"-20 x 1" NC Gr5 Hex Bol t 1

21 1002556 1/4" Flat Washer 1

7 IMB606 OEM Alternator Support Brace 1 22 1016304 1/4" Lock Washer 1

23 1009926 1/4"-20 NC Gr5 Hex Nut 1

8 100553 M10-1.5 x 110mm 10.9Gr Hex Bol t 2

9 1002596 3/8" Flat Washer 3 24 IMB33-01 Custom Radiator Hardl ine 1

10 1003822 M10 Lock Washer 2 25 1006199 #28 Hose Clamp 2

11 IMB603 Wire Harness  Support Brace 1 26 1003980M M10-1.5 x 80mm 10.9Gr Hex Bol t MOD 2

12 89101 Machined Smooth Idler Pul ley 1

Main Bracket

PARTS LIST

Smooth Idler Pulley Assembly

Grooved Idler Pulley AssemblyMain Bracket Mounting Hardware

Auxiliary Alternator Mounting Bracket

Auxiliary Alternator Mounting Bracket Mounting Hardware

OEM Alternator Mounting Hardware

Auxiliary Alternator Mounting Hardware

OEM Alternator Support Brace

Wire Harness Support Brace

Wire Harness Support Hardware (Not Shown)

Upper Radiator Modification Hardware

Parts List 
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Item Part Number Description Qty.

27 5081190 Dayco 8-Groove, 119.0" Bel t 1

Belt (Only One Belt Supplied)

PARTS LIST

Belt Routings 
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Reference Image 
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INSTALLER’S NOTES 




